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ABSTRACT

This document provides a status update of the CallPilot Mini current S/W release.  The release discussed herein is 1.6.  The S/W load released is Build 16.00.26.22 

The overall purpose of the document is to provide insight into the existing issues, limitations and/or restrictions, which existed at the time of this S/W release.  This document is intended for support of this S/W.
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1 Introduction

1.1 Intended Audience

This document contains notes on the software build specified above. The intent of the document is for support of CallPilot Mini 1.6a software.
1.2 Timeline for Software Upgrade

· Upgrade for CP Mini 1.6a s/w, the estimated time is 10 – 15 minutes.

· For CP Mini system to bootup, the estimated time is 3 – 5 minutes.

· For addition of each mailbox, the estimated time is less than 30 seconds.

· For enabling a keycode, the estimated time is less than 30 seconds
1.3 CP Mini  Keycode Upgrade

· For CP Mini systems, keycodes can be retrieved from the Nortel Networks Keycode Retrieval website. 

· CP Mini Voicemail system is enabled with 20 mailboxes by default.

1.4 Software Release Information

1.6a S/W release: 16.00.26.22
Bootloader release: 1.5.21

DSP release: 1.50.51.A8

Desktop Client 2.01: 2.01.27.14(see section 5.2 for languages supported)

Desktop Client 2.5: 2.50.06.17 (see section 5.2 for languages supported)

CP Utilities: 

BRU tool: 30.00.57

Language Configuration Tool: 30.00.57

CPModemSecure Tool: 30.00.57

Software Packages available for CP Mini 1.6a
English (North American) & French (Canadian) 

English (UK) & French (European)

English (Australian)  & Cantonese

Spanish (Latin American) & Brazilian Portuguese

1.5 Voicemail General Information

· Connections to CallPilot Manager can be made by just specifying the IP address (eg.  http://192.168.110.10  )

· The system is only capable of supporting two languages. Refer to section 5.3 for the list of supported languages.

· Routing codes must be used to dial external extensions with the telset player from desktop or CallPilot Manager.
· Code has been added to keep track of the number of open file handles.  From the VoiceWizard prompt, type "filehandle" to display the current number of open file handles.
Known Issues & Workarounds

________________________________________________________________________
1.6 Voicemail
· [Q00447612] Voice Record Window fails with 'real world' remote phone numbers.
Impact: This impacts administrators only in situations where only a single trunk is available.

· [Q00746412] CP150: 4-10 Second Delay on message playback using Unified Messaging 

Impacts:

Workaround: User must be aware.

· Problem: A problem with using Microsoft Internet Explorer build 5.00.3105.0106CO has been discovered. Odd behavior (abnormal page loading, etc) has been observed on CallPilot Manager using this version of Internet Explorer. 

Workaround: This is a "non-mainstream" version (this IE is the base version with win 98 plus Service Pack 1, and 128 bit encryption) of the application, and should not be used for CallPilot Manager testing.

· Problem: When the user logouts of the CallPilot Manager manually, as long as you are within the 10 minute password timeout period, you can use the “Back” button in the web browser to go back to the previous pages.
· To retrieving keycodes for new hardware due to Out-of-box or Early life failures, please refer to ITAS – TIP 296 NA document.
· There is no feedback from Voice Review/Record window (eg: no error message if phone is not answered, no warning messaging when trying to play but greeting has not been recorded yet, etc)

· When using Voice Review/Record page, and user presses the "Play" button and a set is called, often the user must press the "Play" button again to hear the recording because it may have stopped during the call to the set.


1.7 Open CRs for future releases

	CR Id
	Priority
	Title

	Q01061791
	3
	Cannot record a message which has length is less than 3 seconds

	Q01061820
	3
	No Help section for Service Directory Number.

	Q01064505
	3
	CP does not transfer user to the General Delivery Mailbox .

	Q01072083
	3
	Desktop Client 2.01.27.14 does not support some languages as intent

	Q01066539
	3
	Greeting Table 1 always plays when external caller dials CallPilot DN.

	Q01074783
	3
	Error appears when user attaches a file after recording a voice message.

	Q01085050
	3
	Opt 61C_Remote Notification and MWI: do not warn user when there is new message.

	Q01085058
	3
	Opt 61C_Can not dial an extension to record a Greeting or a Mailbox Name.

	Q01061811
	4
	Error page appears when user records and imports a file.

	Q01064506
	4
	CP does not transfer user to GDM if user's DN number is Attendant number.


CRs Fixed

To enter CR’s against the CallPilot 1.6 voicemail product, please fill in the following fields:

 

Product: 

NORSTAR_CP100_SSA-VM

NORSTAR_CP100_SSA-MIS

NORSTAR_CP100SsaCcmis
1.8 Voicemail

1.8.1 CRs fixed in 16.00.26.22

[16.00.26.22]

[Q02122020]- Rebrandiing: CP mini prompts referring  to Nortel. must be changed or removed
[Q02052784] - CallPilot Mini / 1.6 / DM stop working & CP player icon changes txt

1.8.2 CRs fixed in 16.00.04

	CR Id
	Priority
	Title

	Q001059796
	4
	Holiday Schedule configuration accepts white spaces as Name

	Q01065560
	2
	DN length limited to 2 and some configurations lost after upgrading.

	Q00987365-01
	3
	Cp mini 1.5.59 does not allow you to access some mailboxes

	Q01061823
	3
	Cannot add more group list after changing the group list leading digit to 0.


2  Operations, Administration and Maintenance (OAM)

2.1 Software Upgrade Procedures

2.1.1 Bootloader Upgrade

To verify the Boot Loader version the CallPilot Mini must be connected via serial cable to a Personal Computer running a terminal emulation package. 

	CP Mini s/w version
	Bootloader shipped with s/w version
	Minimum Bootloader version

	CP 16.00.26.22
	1.5.21 **
	1.5.19


** The 1.5.21 version of the bootloader contains a fix to activate the Ethernet LEDs during bootup. It is not necessary to upgrade to the 1.5.21 bootloader unless this fix is required for the aforementioned CallPilot s/w versions. 

2.1.2 CallPilot Mini 1.6 Software Upgrade from ATA Flash Card

Note: When upgrading software within the CallPilot 1.6 Stream, it is not necessary to utilize a serial connection. If for any reason it becomes necessary to view the upgrade messaging use the serial connection setup shown here. 

The software upgrade procedures are described in “CallPilot Mini Installation and Maintenance Guide”. For instructions in French, please refer to French version of CallPilot Mini Installation and Maintenance Guide.

2.2 Changing Hardware Parameters

It is not normally necessary to modify the hardware parameters via the CallPilot serial port. If required to change hardware parameters please follow the following procedures. 

CallPilot 150 Boot Loader V1.5.21

(C) 2001 Nortel Networks

--------------------------------------------------------------------------

NETWORK INTERFACE PARAMETERS:

  IP address on LAN is 192.168.110.10

  LAN interface's subnet mask is 0xffffff00

HARDWARE PARAMETERS:

  Serial channels will use a baud rate of 9600

  This board's ethernet address is 0:60:38:BF:0:AA

CALLPILOT BOOTLOADER PARAMETERS:

  Execution Mode: Load CallPilot

  Source File System Parameters:

     Device: ATA Disk

     Source File List Name: filelst.lst

  Destination File System Parameters:

     Device: ATA Disk

     File List Name: filelst.lst

     Format Target Device: Y

     Boot File Name: CallPilot.bin

  After board is reset, start-up code will wait 2 seconds

--------------------------------------------------------------------------

To change any of this, press any key within 2 seconds

· After power is applied press any key when the prompt "To change any of this, press any key within 2 seconds" is displayed to enter the change hardware parameters dialog.

· For each option press enter to accept the default value, otherwise enter the new value and press enter 

Press c to continue (boot) when prompted to do so 
3 Utilities

3.1 CP System Backup-Restore Procedure

· Copy the executable file, CallPilotBRU.exe, from CP Utilities zip file to a location on your local PC.

· Select the Backup/Restore item under Operations in CallPilot Manager. Close the browser window. The CallPilot system will reboot automatically into safe mode.

· Create a directory on your PC to hold the files if performing a backup or getting logfiles.

· Run the Backup/Restore utility

· The CallPilot boots up automatically once Backup/Restore is completed and returns to its normal state.

For specific instructions, please refer to Nortel Networks documentation CallPilot Mini Installation and Maintenance Guide. 

3.2 CPModemSecure Tool

To activate the modem, follow the steps described in CallPilot Modem Access.ppt document.

· You must configure the modem password and login into the system administrator's mailbox using the modem password rather than the system administrator's password.  Once the modem password has been accepted you will hear "one moment please".

· "one moment please" is played repeatedly while the system attempts to acquire the resources to enable the modem.  If the resources can be acquired you will hear a countdown "5", "4", "3", "2", "1".  This is your queue to transfer the call to your modem.  

If resources cannot be acquired you will hear "one moment please" repeated 5 times followed by "exiting the system, goodbye".

· User must be on an external line for the modem resources to be acquired.  If user is on an internal line the call will be dropped with "exiting the system, goodbye" after the modem password is accepted.  

3.3 Language Configuration Tool

Please see the associated document for details: CallPilot Language Configuration Utility.doc under Language Configuration/ folder in the CP Utilities zip file. 

CP Mini 1.6 Supported Languages (available now):
English (North American)

English (UK)





French (Canadian)


Spanish (Latin American)

French (European)

Cantonese

Danish

Dutch

English (Australian) 

German

Italian

Mandarin (Taiwanese)

Norwegian

Portuguese

Spanish (European)

Swedish

Arabic

Russian

Finnish

PRC Mandarin

English (Irish)

4 CP Unified Messaging

4.1 Installing Unified Messaging Desktop Client

To use Unified Messaging the Desktop keycodes must be installed/entered. Presently, there are two streams of Desktop Client software; the correct one to choose depends upon the language being installed. Please see section 5.2 for the Desktop client software versions).

   

To install the desktop client, the “Desktop Client.zip” file needs to be downloaded to a local directory. (See section 5.2 to determine which version of the Desktop Client supports specific languages).

After the download, extract this file to a temporary local location.R

· Run the “setup.exe” to start the installation process.


· Respond to the dialogue box questions. 

· Enter your mailbox #.  This mailbox # will also be the extension being called if you are using the telset player.

· Enter the server name.

· Enter the the SMTP/VPIM prefix if it exists on your current system. 

· The search base should ALWAYS be: ou=users,ou=callpilot

Voicemail by default uses only 1 VOICE channel for outgoing calls.  If you wish to use more than 1 telset Player session at a time, you must increase the number of outcalling channels.  This can be done under Configuration->System Properties->Max outcalling channels.  Increase it to approximately 50% of the TOTAL number of voice channels you have.  (if the system is 8 ports, set this to 4).

Refer to the Nortel Networks documentation.

For English, CallPilot Mini Installation and Maintenance Guide (m1_5binstall.pdf  P0604219). 

For French (Euro), CallPilot Mini Installation and Maintenance Guide (m1_5binstalef.pdf  P0990669)

4.2 Unified Messaging Desktop Client Versions

The following depicts which Desktop Client software is needed depending upon which language is being installed.

	Language
	 Desktop Client 2.01
	Desktop Client 2.5

	English
	Supported
	Supported

	Chinese (Traditional)
	Supported
	Not Supported

	Chinese (Simplified)
	Not Supported
	Supported

	Japanese
	Not Supported
	Supported

	Dutch
	Supported
	Supported

	German
	Supported
	Supported

	French
	Supported
	Supported

	Italian
	Supported
	Supported

	Spanish
	Supported
	Supported

	Danish
	Supported
	Not Supported

	Norwegian
	Supported
	Not Supported

	Swedish
	Supported
	Not Supported

	Brazilian Portuguese
	Supported
	Not Supported


5 Supported Software

5.1 Operating Systems

The following OS are supported by CP Mini 1.6:

Windows 95B

Windows 98 SE

Windows 2000

Windows XP

Windows NT 4.0 SP6a

5.2 Internet Mail Clients

Microsoft Outlook Express – 5.x

Microsoft Outlook Express – 6.x

Microsoft Outlook 98 (Internet Mail Mode)

Microsoft Outlook 2000 (Internet Mail Mode)

Microsoft Outlook 2002 (XP) (Internet Mail Mode)

Netscape Messenger (Netscape Communicator) – 4.7x

Netscape Messenger (Netscape Communicator) – 6.2x

Netscape Messenger (Netscape Communicator) – 7.0x

Qualcomm Eudora Pro – 5.x

5.3 Groupware Email Clients

Microsoft Outlook 98 (Corporate Mode)

Microsoft Outlook 2000

Microsoft Outlook 2002 (XP)

Lotus Notes 4.6x

Lotus Notes 5.x

GroupWise 6.x

5.4 Web Browsers

Microsoft Internet Explorer 4.0

Microsoft Internet Explorer 5.0

Microsoft Internet Explorer 5.5

Microsoft Internet Explorer 6.0

Netscape 4.0

Netscape 4.5

Netscape 4.7

Netscape 6.0

Netscape 6.1

Netscape 6.2

Netscape 7.0

Issue 16.00.26.22
CallPilot 16.00.26.22 Release Notes
Page 1 of 15
Issue 16.00.26.22
CallPilot Mini Release 1.6
Page 2 of 15

16.00.26.22 Release Notes

