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	CP Node 1 (CP1)
	CP Node 2 (CP2)

	Configuration Wizard: Serial Number and Keycode page

	Serial Number
	

	Keycode
	

	Configuration Wizard: Server information page

	Computer Name
Note: Must only include

Alphanumeric characters
	
	

	Time Zone
	
	

	Area Code
	
	

	Country Code
	
	

	LDAP Search Base
	
	

	Configuration Wizard: Password information page

	Administrator password

Note: Both nodes must have

The same password
	

	Configuration Wizard: Switch information page

	Switch type
	

	Customer
	

	Switch IP Address
	

	Link1 TN
	
	

	Link1 Key0
	
	

	Link1 Key1
	
	

	Link2 TN
	
	

	Link2 Key0
	
	

	Link2 Key1
	
	

	Link3 TN
	
	

	Link3 Key0
	
	

	Link3 Key1
	
	

	CDN
	
	

	Configuration Wizard: Language Source Directory page 

	Primary language
	
	

	Secondary language
	
	

	Configuration Wizard: CallPilot Local area network interface page.

	ELAN subnet IP address
	
	

	ELAN subnet mask
	

	Nortel server subnet  (CLAN)

IP address
	
	

	Nortel server subnet (CLAN)

Subnet mask
	

	Nortel server subnet (CLAN)

Gateway IP address
	
	


	(CONTINUED from page 1)
	CP Node 1 (CP1)
	CP Node 2 (CP2)

	Heartbeat 1 (HB1) IP address
	
	

	Heartbeat 1 (HB1) subnet
mask
	
	

	Heartbeat 2 (HB2) IP address
	
	

	Heartbeat 2 (HB2) subnet

mask
	
	

	Mirror IP address
	
	

	Mirror subnet mask
	
	

	High Availability Configuration Wizard

	Managed CLAN Host Name
Note: The CLAN is the Nortel Networks server subnet 
	
	

	Managed CLAN Address
	

	Managed ELAN Host Name

Note: The ELAN is the ELAN subnet
	
	

	NODE 1 Host Name
	
	

	NODE 2 Host Name
	
	

	Number of MPB96 Boards
	

	User name

Note: This is the

Administrator’s user name
	

	Server Workgroup/Domain

Name
	

	EMC AutoStart Domain Name
	
	

	CLAN Test IP
	
	


